Trik na zrychlenie internetu o 20%

V tomto ndvode sa docitate ako zrychlit’ Internet na vaSom pocitaci o 20%. Funguje len pre operacny
systém windows.

Windows v zakladnom nastaveni rezervuje 20% rychlosti internetu pre svoje vlastné potreby ako
napr. aktualizacie, atd’. Pomocou tohto kratkeho navodu toto nastavenie obideme a zrychlime tak
internet o 20%.

Postup na zrychlenie internetu

1.) Kliknite na ponuku Start a do kolonky na hl'adanie vpiste Gpedit.msc a nasledne stlacte
klavesu Enter. Ak vlastnite Windows XP kliknite na ponuku Start a Spustit’ (run).
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2.) Otvorilo sa nam okno v ktorom klikneme dvakrat na Computer configuration (Nastavenia
ocitaca).
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3.) Teraz klikneme dvakrat na Administrative templates, potom na network >> qos packet

scheduler >> limit reservable bandwidth. Ukazka na obrazkoch.
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The Group Policy Administrative
Templates node contains all registry-
based policy information.
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Description:

Allows configuration of components
of the operating system used by a
client computer to connect to a
network. This includes DNS settings
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Limit reservable bandwidth

Edit policy setting

Requirements:
At least Windows XP Professional
or Windows Server 2003 family

Description:

Determines the percentage of
connection bandwidth that the
system can reserve. This value
limits the combined bandwidth
reservations of all programs
running on the system.
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4.) V okne ktoré sa nam zobrazilo zaskrtneme Enabled a nastavime Bandwith limit na 0. Potom
nastavenia potvrdime kliknutim na OK a to by malo byt' vSetko.

A Limit reservable

B Limit reservable bandwidth

*) Not Configured ~ Comment:
© Enabled
) Disabled
Supported on: a4 jeast Windows XP Professional or Windows Server 2003 family
1.) zaskrtneme Enabled

Options: Help:

Bandwidth limit (3%): 0| Determines the percentage of connection bandwidth that the
1 system can reserve, This value limits the combined bandwidth
reservations of all programs running on the system,

By default, the Packet Scheduler limits the system to 20 percent
of the bandwidth of a connection, but you can use this setting to

B ovemnde the default.
2.) prepiSeme na 0

If you enable this setting, you can use the “Bandwidth limit” box
to adjust the amount of bandwidth the system can reserve.

If you disable this setting or do not configure it, the system uses
the default value of 20 percent of the connection,

Important: If 2 bandwidth limit is set for 2 particular network
adapter in the registry, this setting is ignored when configuring
that network adapter.
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